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MARINER 275

The Mariner 275 Welders lifejacket is ideal for use by workers conducting welding 
activities. This Lifejacket is light weight and comfortable with a tough Panotex® alu-
minized cover protecting it from molten metal splashes and sparks.

KEY FEATURES

OUTER COVER
• Durable waterproof fabric

• Touch and close fastening cover instead of zip fastening cover

• Adjustable waist belt

• Stainless steel interlocking belt buckles

• Stainless steel D-ring on belt

• Crutch strap

• Cover fabric Panotex®

• Durable aluminized Panotex® silver wipe clean cover

• 

BLADDER
• Marine grade whistle

• Oral inflation tube

• SOLAS approved retro-reflective tape on bladder

• Red recovery grab strap on bladder marked “LIFT”

• Inflation system

• 60gm CO
2
 gas cylinder

MARINER 275 WELDERS 1MYG
EN 399 BUOYANCY: 324N SINGLE CHAMBER

ARTICLE NUMBER:
1MYGA4VP1: Halkey Roberts Auto
1MYGA3VP1: United Moulders Auto
1MYGA2VP1: Hammar Hydrostatic
1MYGA5VP1: United Moulders Manual Mini Manual

EN 1149-5:
2008

 Index 1

EN ISO 14116:
2008

EN 399

EN407 : EN367 Convective Heat Level 2 
EN407 : ISO6942 Radiant Heat Level 4
EN407 : EN348 Small splashes of Molten metal L3 
EN407 : EN373 Large Quantity of Molten Iron L4 ISO11612:I-
SO9151 Convective Heat Level B1 ISO11612:ISO6942 Radiant 
Heat Level C4 ISO11612:ISO9185 Molten Aluminium Level D3 

ISO11612:ISO9185 Molten Iron Level E3
ISO11612:ISO15025 Limited Flame Spread Pass A1
ISO14116:ISO15025 Limited Flame Spread Index 3
ISO11611:ISO9150 Impact of Molten metal drops Class 2
EN469 : ISO6530 Penetration by Liquid chemicals 
BS EN 1149-5: BS EN 1149-1

Van Leeuwenhoekstraat 7 BU3
2693 BA ‘s-Gravenzande
Postbus 29
3150 AA hoek van Holland
T +31 174-440351
F +31 84-2274102
www.maritech.nl
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