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SOLAS IMMERSION SUIT
For off-shore supply vessels, bulk carriers, commercial ferries, con-

tainer and freight ships in cold waters

SOLAS IMMERSION SUIT
FOR OFF-ShORE SUppLy vESSELS, bULk cARRIERS,

cOMMERcIAL FERRIES, cONTAINER ANd FREIghT ShIpS IN cOLd wATERS

TEchNIcAL
SpEcIFIcATIONS 

Can be fitted into the Smart 
Solas Suit 1 and 1A to give 6 
hours of thermal protection 

Double sided quilted 100% closed 
cell foam thermally insulated 
floatation liner / Provides extra 
inherent buoyancy of minimum 
80 N / Foot stirrups and thumb 
elastic loops to aid donning under 
a SMART SOLAS SUIT / Heavy duty 
front zip / Colour coded for sizing

1MC6 
TherMal FloaTaTion liner

style    1MC6a2nM5

red or
navy or
orange
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SEAFORCE II - 275N LIFE JACKET
APPROVED TO ISO 12402

www.mullion-pfd.com

MULLION BELGIUM (EXPORT)

Fabriekstraat 23
8850 Ardooie • Belgium

 +32 (0) 51 741 502   +32 (0) 51 740 963
 info@mullion-pfd.com

MULLION IRELAND

Gweedore Business Park
Derrybeg, County Donegal • Ireland

 +353 (0) 74 9531169   +353 (0) 74 9531591
 ireland@mullion-pfd.com

MULLION UNITED KINGDOM

2 Hebden Road • Scunthorpe
North Lincolnshire • DN15 8DT • United Kingdom

 +44 (0) 1724 870 220  +32 (0) 51 740 963
 unitedkingdom@mullion-pfd.com

SEAFORCE II - 275N LIFE JACKET  
APPROVED TO ISO 12402

3MV9
SEAFORCE II - 275N SINGLE CHAMBRE 

style 3MV9E3N15: automatic cellulose cartridge UM DPI  
(United Moulders Dual Point Indicator Auto)

navy

DESIGN
•	 Lifejackets	developed	for	persons	working	in	extreme	

harsh	conditions	were	the	risk	of	falling	into	water	is	high
•	 Specially	shaped	cover	to	optimize	the	redistribution	of	

trapped	air	in	dry	suits	and/or	heavy	garments	
•	 Unique	asymmetric	shaped	bladder	gives	optimum	

turning	capacity	when	worn	in	combination	with	dry	
suits,	waders,	heavy	clothing	or	other	garments	were	
trapped	air	in	suits	is	an	imminent	risk.

TECHNICAL SPECIFICATIONS
High	abrasion	resistant	outer	cover	1000	D	/	Heavy	duty	
zip	fastening	cover	/	Reflective	tape	on	front	cover /	Marine	
grade	stainless	steel	buckles	/	Marine	grade	whistle	/	Crutch	
strap	/	Inflation	system	operational	readiness	indicator	
window	on	right	front	/	Service	date	information	window	on	
left	front	/	Double	membrane	technology	used	on	bladder	
to	improve	resistant	against	perforation	/	SOLAS	retro-
reflective	tape	on	bladder

ISO 12402
2006
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